
MS115LMT4 

LED Beacon and Horn Combo 

 

The above model, with visual signal available in red, amber, blue, clear, and green lens options 
utilize the MT4 electronic horn to produce an attention grabbing alarm tone. The visual signal 
portion incorporates a LED as the light source (MS115L). The light can be set during installation 
(using an internal jumper) to either Steady burn or Flash. Available operating voltage is 120 volt 
AC. A cast zinc weatherproof back box encases the horn electronics, and accommodates the 
attachment of the visual signal. NEMA 3R rated assembly, indoor or outdoor use. The 
combination signal can be mounted with the dome down in a ceiling mount mode, or wall/panel 
mount in a dome horizontal orientation as pictured. Cast backbox has ½” internal pipe threads 
at the bottom for mounting or surface mount tabs are also available for mounting, there is also 
a knockout at the back of the cat box. Overall Dimensions of the assembly is 7.75” H x 5.625” W 
x 8.750” D.  
 
Additional specifications of the components:  
MS115L: 
• Indoor/Outdoor use NEMA 3R  
• solid state components  
• LED lamp—emits color of light  
• 2 year warranty  
• available in five lens colors 
• Flash rate 80 FPM 
• Current Draw at 120 Vac 7mA 
• UL listed 
 
.MT4 Electronic Horn:  
Alarm Tones (TONE ALARM TONES PATTERN DESCRIPTION)  
Horn Broadband Horn (Continuous)  
Bell 1560 Hz Modulated (0.07 Sec. ON/Repeat)  
March Time Horn Horn (0.25 Sec. ON/0.25 Sec. OFF/Repeat)  
Code-3 Horn Horn (ANSI S3.41 Temporal Pattern)  
Code-3 Tone 500 Hz (ANSI S3.41 Temporal Pattern)  
Slow Whoop 500-1200 Hz Sweep (4.0 Sec. ON/0.5 Sec. OFF/Repeat)  
Siren 600-1200 Hz Sweep (1.0 Sec.ON/Repeat)  
HI/LO 1000/800 Hz (0.25 Sec. ON/Alternate)  
Description:  
The Wheelock Series MT Multitone electronic appliances offer a choice of eight (8) nationally and 
internationally recognized alerting sounds: Horn, Bell, March Time Horn, Code-3 Tone, Code-3 Horn, 
Slow Whoop, Siren or Hi/Lo Tone. The Code-3 Horn and tone patterns are engineered to comply with 
NFPA/ANSI Temporal Pattern specifications without requiring additional equipment. Depending on the 
tone selected, the db rating is potentially 99 dB @ 10’.  
The MT4 has two installer selected sound output levels: STANDARD dBA  
and HIGH dBA.  
Voltage and Amperage 50 mA @ 120 VAC  
 


